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History of The Site

I Downtown Redevelopment
of Iconic Commercial and
Retail Properties located in
Toront oos Down

| 24 Buildings are present on
the subject site

1 Development of this property s T WL 7 N 0 L UNEST e
began in the late 1880s with 1|\ P oLl I Wity (1) |
: several additions and B ez Wl g LR L R WS

' .
wal

renovations until the 1980s. St RRRA U MM oT ™ )

1 Site is approximately 1.8 o S E -
hectares (4.4 acresin size)  BUlidEama ,RF' pBeliis o
1 Several buildings were ‘ ——

amalgamated into larger
buildings or adjoining
buildings.
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Hazardous Materials Assessment and Findings

U Two Phase Approach Survey
U Survey During Occupancy
U Destructive Investigation Upon Vacancy
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Hazardous Materials Assessment and Findings

Various Asbestos-Containing
Materials were identified in All
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Buildings including: Sprwe ) | e
- Vermiculite N e | .
- Pipe Insultation = e = =
6 - Vinyl Floor Tiles = | |
- Roofing Materials — P it =
- Texture Coat —f—_—_—_— Tk
- Plaster ” ;
Drywall Joint Compound e
Boiler Insulation oL yiytel
Caulkings, Tars, Firestopping Ho ——
TransiteE ===
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Abatement Plan

I Asbestos Abatement
was conducted from
August 2017 to March
2018

I  Abatement consisted

! of various Type 1, 2,
and 3 Asbestos
Abatement Operations

I WSP was retained to
conduct pre-
contamination, final
visual inspections, and
clearance air sampling.
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Abatement Plan

1 Of the 24 buildings
located on the site:

10 Buildings
designated to be
historic and to remain

9 Buildings scheduled
for demolition

5 Buildings scheduled
to restore exterior
facade and interior
demolition




Case Study: Abating
a Piece of History!

Abatement Plan and Monitoring
- Historic Buildings

| 10 of the 24 buildings onsite were designated as historic and
select abatement of interior materials was required

| Several buildings contained asbestos-containing drywall joint
compound and/or plaster

0 1 Entire buildings were turned into Type 3 enclosures

I  WSP collaborated with the historical consultant to determine
materials within the house that were to remain

\\\I)



Abatement Plan and Monitoring
- Historic Buildings

\\\I)



